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Thank you for choosing our machine! 
 
 
If you have any suggestion or advice on machine or after-sales service, please contact your sales 
representative. 
 

● Cannot be used on common roads 
● Cannot be used at night 

(no lamp or lighting apparatus is fitted) 
 
About the Operating Instructions 
The operating instructions shall be 
·carried with the user during the operation. 
·lent or transferred with the machine. 
·ordered from your sales representative if it is missed or damaged. 
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Foreword 
 
It is very helpful for safe and correct operations of carrier.  It sets forth the correct method of 
operation, inspection and maintenance of the machine.  Please read it carefully before you drive 
the machine.  
 
Safety information 
Following information indicates events that may endanger driver and others, degree of danger and 
protection against such dangers.  The information is very important for the safety and shall be 
observed strictly. 

 
Indication of information Some information we think extremely important for operations is 

indicated as followed in the Operating Instructions. 
 
Breach will cause death or serious injury. 
 
 
Breach may cause death or serious injury. 
 
 

Breach will cause injury. 
 

Importance Breach will cause the damage or mechanical fault of the machine. 
  

 
Some illustrations and content herein may be inconsistent with the actual machine because the 
Operating Instructions is subject to change with specifications. 
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Safety instructions 
Please observe following instructions for the safety of yours and others. 
● Pre-use 
·Read the Operating Instructions carefully before the use to master the correct operations. 
·Understand operations and sudden stop of all parts very well to guarantee the correct use. 
·Do not drive the machine if you are prevented by excess fatigue, sickness or drug.  Otherwise 

you may do wrong judgment and cause serious accident. 
·Please wear suitable clothing to prevent running machine catching your hair, clothes and towel 

and wear anti-slippage shoes. Otherwise unexpected accident may happen. 
·Carry out routine inspection and maintenance to guarantee the machine in good conditions. 

You may be injured seriously if operating the machine not in good conditions.  Check the 
machine at a flat, safe and unblocked place.  Moreover ensure that the guard device is fitted 
correctly and spare parts removed for check and maintenance are installed and tightened. 

·Do not start the engine in the room or place without good ventilation.  Otherwise generated CO 
is toxic. 

·Gasoline is easily flammable and explosive if gasified.  Thus stop the engine when you 
supplement the gasoline.  Supplement the gasoline at a well-ventilated place to prevent any 
possibility of personal injury and death.  Additionally the place where gasoline is 
supplemented and stored must keep away from smoking and fire source. 

·Prevent the spatter and overflow of gasoline during the supplementation.  Control the amount 
of gasoline in accordance with the specified limits.  Secure the cap of fuel tank tightly.  If any 
spatter, clean it and wait for drying before you start the engine. 

·Always hold two steering levers and stand behind the machine when you are operating the 
machine.  Do not stand on the bucket during the operation.  Otherwise you may fall from 
bucket and get injured. 

·Do not operate the machine when cover, nameplate or any other part is removed.  It is not 
allowed to modify the machine.  Otherwise the machine may not work normally and cause 
unexpected accident. 

·It is not allowed to carry any person in bucket. 
·Give detailed instructions if you cause others to operate the machine.  Do not allow any child to 

operate the machine. 
·Please introduce the method of operation carefully and cause others to read the Operating 

Instructions carefully if you lend the machine to others. 
 
● Loading of goods 
·Overload is forbidden.  Please observe the specified load and method of loading during the 

use. 
·Bind goods to prevent the collapse when goods are loaded in the bucket. 
·Do not stack excessive goods.  Otherwise the front vision may be prevented.  And higher 

center of gravity may cause overturning.   
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● During the operation 
·Pay attention to the surrounding conditions closely during operation. 
·Keep any unauthorized person and pet, particularly child, away from the working place to 

prevent contact injury. If driver finds that any person or pet is close, stop the engine and 
operation to avoid any accident. 

·Keep hands and feet away from moving caterpillar. 
·Pay attention to the conditions atr the bottom and rear vision to avoid slippage and tumble when 

machine is running backward. 
·Do not operate the machine when a clear vision cannot be guaranteed.  Otherwise it may 

collide with obstacle. 
·Pay special attention to overturning when you drive the machine in or out of the working place, 

across any waterway or ridge of field, at a sandy or soft site, or start, stop or turn at an inclined 
site. 

·Do not park at an inclined site.  It is necessary to park the machine at a flat place.  Stop the 
engine and set the transmission control lever to the position of low speed and the traction 
clutch lever to “Stop”. 

·Do not turn or shift at a sharp inclination.  Otherwise the machine may overturn. 
·Do not drive the machine on any soft road.  Otherwise the road may collapse and machine may 

overturn. 
·Do not drive the machine to climb on or off a slope beyond 15°.  Otherwise the machine may 

overturn. 
·Stop the engine at a flat place when any abnormality is found.  Turn the engine switch to “Stop” 

to prevent the engine from restarting if fault is defined.  Disassemble the spark plug cap and 
set the transmission control lever to “Low speed” and the traction clutch lever to the position of 
stop before checks. 

·Certain parts such as engine and silencer are very hot when machine is running.  Engine is still 
hot just after it stops.  Do not touch these hot parts to avoid scalding.  

·Do not drive the machine at the paddy field where the water level is above the upper caterpillar. 
 
● After operation 
·Check and maintain the machine to prepare the machine for next use. 
·Stop the engine and clean all parts when the engine, silencer and other hot parts turn cool 

sufficiently to avoid scald. 
·Store the machine in the room.  Close the cover until the engine turns cool to prevent the 

possibility of fire. 
·Empty gasoline in the carburetor and fuel tank to avoid the possibility of fire when machine is 

stored.  And use special gasoline container to collect the drained gasoline because gasoline 
may cause fire or explosion. 

·Use the springboard to drive the machine at the low speed in and out of the truck.  Otherwise 
the machine may overturn and cause injury. 
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● Safety labels 
·Safety labels are affixed to the machine.  Please read all labels before the use of machine. 
·Please keep safety labels clean and legible. 
·Please replace any safety label that turns dirty, get damaged or is missed so that it becomes 

illegible on the machine. 
·Please order new safety labels when you replace parts with affixed safety labels. 
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Name of parts and method of operation 
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Engine switch 
It is used when you run or stop the engine. 

 

Engine speed adjusting lever 
It is a control lever to adjust the rotation of engine. 
It is used when you start, run and stop the engine. 

 

Low speed 

High speed 
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Starting handle 
It is used when you start the engine 

 
Traction clutch lever  
Normally traction clutch lever keeps in stopping conditions when there is no force applied.  The 
machine will travel when a force is applied to the traction clutch lever. 
Transmission control lever 
It is used to adjust the speed of machine.  Please select the desired speed in accordance with 
actual jobs.   
Forward/backward control lever 
It is used to move the carrier forward or backward. 
 

 
High-speed lever 改成 High-speed gear 
加Low-speed gear 
Side clutch lever (steering clutch lever) 
It is used to change the driving direction. The machine turns to the side which is indicated by the 
side clutch lever in your hand. 
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Bucket lock/release lever 
It is used when you need to release the carrying platform from the locking state. 
Hold the lock release lever upward to release the locked bucket. 
Hold the release lever downward to lock the bucket. 
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Pre-use inspection 

Warning 
Please place the machine at a flat site levelly and stop the engine for inspection. Check on the 
machine at an uneven site or with running engine may cause accident. 

 
Check of fuel 

Warning 
Gasoline can cause injury or death accident because it is easily flammable and gasified gasoline 
can explode.  
When you fill the gasoline, stop the engine. 
Fill the gasoline in a well-ventilated place. 
Remove the static you carry before filling the gasoline.  Otherwise static electricity may generate 
the spark that will ignite the gasoline and cause the scalding. 
Static electricity may be generated if you contact metal parts of the machine or refueling machine.
Prevent any spillage of fuel.  Clean up the spillage, if any, with rag and dispose such rag 
properly to avoid fire accident. 
Do not fill the fuel above the limits.  Excessive fueling will cause the overflow from fuel tank.  

 
 

 
Fuel inspection 
Turn to open the cap of fuel port to check the amount of fuel. If the amount of fuel is insufficient, 
supplement the fuel promptly. 
 

  



 13

Filling 
Remove the cap of fuel port and fill the fuel. The level of fuel must be lower than the marked upper 
limit. 
Fuel: lead-free common gasoline 
Then turn to close the cap of fuel port tightly. 
 

Importance 
It is required to use the lead-free common gasoline. If a fuel contains concentrated alcohol, it may 
damage the engine and fuel system. 
If you choose light oil, coal oil, low-grade gasoline or improper fuel additive, the engine will be 
affected adversely. 
Since the gasoline will deteriorate, please change it every 30 days or periodically. 

 
Caterpillar inspection 
Check if caterpillar is damaged or loose.  The caterpillar will be disconnected from wheels or its 
service life will be shortened obviously if the tension is wrong. 
Steps: 
Press the center of caterpillar with a force of about 98N（10kgf） to check if the length of loose 
section is as specified below.   
Length of loose section：8---12mm. 
 

 
 

Warning 
If caterpillar is disconnected or breaks when machine is driving, goods will collapse and machine 
will overturn. 
If machine does not run and brake fails, a serious accident may happen. 

 
Engine oil inspection 
Place the machine at a flat site and remove the cap of fuel port.  Clean up the fuel at the fuel gauge. 
Close the cap of fuel port and take it out again.  Then confirm the amount of fuel. 
Cap of fuel port  
When the amount of fuel reaches or is close to the lower limit, fill the fuel up to the upper limit. 
Replace the fuel if engine oil is contaminated or its color changes obviously. 
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Filling 
Remove the cap of fuel port.  Fill fuel up to the upper limit. 
Air filter/ purifier inspection 
Inspection 
1. Remove butterfly nuts and remove the housing of air filter. 
2. Check if the filtration element (urethane) is contaminated. 
3. Clean the filtration element if it is contaminated seriously. 
 

Importance 
·Close the housing of air filter tightly.  Otherwise housing of air filter may get disconnected by 
vibration. 
·If housing of air filter and element (ethyl ester) is missed or mounted inappropriately, engine will 
be affected adversely.  

 

 



 15

Engine starting 

Warning 
·Do not start the engine in the room and/or place without ventilation.  Otherwise it will generate 
toxic CO. 
·Ensure that there is no person or matter around the engine to be started.  Check if traction 
clutch lever is at the position of Stop. 

 
1. Set the traction clutch lever at “Stop” and transmission control lever at “Low speed”. 
 

 
 
2. Set the forward/backward control lever to “Forward”. 
3. Set the engine switch to “Run”. 
 

 

 
4. Set the engine speed adjusting lever between Low speed and High speed. 
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5. Do not go on operate the start handle if you feel it tough. Then pull it in the indicated direction.  
 

 
 

Importance 
Do not release the starting handle in order to not damage the handle and surrounding parts.  Do 
not pull the start handle when machine is driving.  Otherwise the engine may be affected 
adversely. 

 
6. Warm-up for 2 to 3 minutes. 
Check if engine runs stably.  Then turn the engine speed adjusting lever to “Low speed”. 
Warm-up can help engine oil lubricate all parts and improve the life of engine. 
Note: If engine does not start after pulling the starting handle, rotate the vent beside the air filter to 
help engine start.  Reset the vent after the warm-up finishes or engine runs stably. 
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Engine stopping 
Emergency stop 
The machine will not move if the traction clutch is not turned to “Run” under pressure even if engine 
is running.  Press the engine switch downward and turn the engine switch to “Stop”.  Engine stops 
running and the machine cannot move. 
 

 

 
Normal stop 
1. Turn the transmission control lever to “Low speed” and traction clutch lever to ”Stop”. 
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2. Turn the forward/backward control lever to “Forward”. 
3. Turn the adjusting lever of engine rotation to “Low speed”. 
 

 

4. Turn the engine switch to ”Stop”. 

 

Method of operations 
Please read this section carefully and observe it for safe operation before the use. 
Run 
Start the engine as specified. 
 

Caution 
Pay attention to the surrounding conditions when you operate all levers in order to prevent any 
risk due to sudden start and others. 

1. Turn the engine speed adjusting lever to “High speed”. 
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2. Check if transmission control lever is at “Low speed” and forward/backward control lever is 
at ”Forward”. 
3. Press the traction clutch lever downward to ”Run” and machine starts. 
Adjust the transmission control lever and engine speed adjusting lever in accordance with jobs to 
set the driving speed. 
Operate the transmission control lever and engine speed adjusting lever to change the speed of 
driving machine. 

 

 
 
 
Method of turning 
Hold the side clutch lever (steering clutch lever) towards which you intend to turn the machine. 
Please hold the lever tightly when you operate it. 
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Warning 
Check if goods are stable when you intend to turn the machine. 
Do not turn the machine at a slope in order to prevent the overturning or falling accident. 

 
Use of carrying platform 
Please observe the load limit. 
 

Warning 
Goods must be loaded in compliance with the dimension of carrying platform, load limit, correct 
loading practices and inclination. Otherwise improper loading will affect the engine and frame 
adversely and may cause the collapse of goods. 

 
Fix goods on the carrying platform with rope through the hook to avoid the collapse of goods. 
 
 
 
 
 

Hook 
 

 

Warning 
Please observe following requirements to avoid the overturning and falling accidents. 
·Check if the carrying platform is locked before the machine starts.  Otherwise the carrying 
platform may rise when machine is driving downward. 
·Load light matters above heavy matters in order to prevent the higher gravity center. 
·The extended section of carrying platform is just available for light matters and the delivery on a 
flat ground. 
·Do not load matters that may be longer than the carrying platform or hinder the field of vision.
·Please decelerate the machine when it is driving on a soft or uneven ground. 
·Do not drive the machine at a slope with an inclination exceeding 15°. 

 
Use of side plates of carrying platform： 
Regularly left and right side plates and rear plate are connected tightly with four bent pins and 
positioned appropriately. Side plates are used when size of goods is large while the mass is light. 
Rear plate is a restriction. 
 
Use of left and right side plates 
Loosen four bent pins and unlock side plates.  Loosen lock bolts at the bottom of left and right side 
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plates and pull side plates out to the required position.  Then tighten lock bolts to avoid the slide of 
side plates.  Use the rope and hooks on side plates and support to bind goods tightly after goods 
are loaded in compliance with requirements for stack height and mass. Please remember that the 
rear plate is not used to increase the capacity of carriage. 
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Method of loading 

 

 
 

 

Caution 

Do not load matters longer than the carrying platform. 
Otherwise they may fall or hinder the delivery when machine is 
driving in a narrow passage. 
Do not load matters too high. Otherwise they may prevent the 
vision of field and increase the gravity center. 
Moreover the overturning accident or injury accident will happen.
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Use on inclined ground 
Run 
1. Drive the machine at the low speed, which is very important. 
2. Decelerate the machine and pay attention to conditions under feet when the ground condition is 
not good. 
3. Turn the engine speed adjusting lever to “Low speed” and activate the brake when you drive the 
machine downward from a slope. 
4. Pay attention to the overturning when starting or stopping the machine at a slope. 
5. Do not turn and change the speed when you drive the machine at a sharp slope. 
Loading  
1. Bind goods tightly with rope because goods may turn unstable at a slope. 
2. Control the quantity of goods because the machine may be unstable at a slope. 
3. Control the stack height of goods because the front vision is affected adversely at a slope. 
Use of bucket lock/release lever 
Hold the lever and raise it to release the locked bucket. 
Hold the lever and press it downward till the bucket is locked. 

 

 
 

Warning 
Check if the carrying platform is locked before the machine starts.  Otherwise the carrying 
platform may rise, goods may fall or persons may get injured when machine is driving downward.  
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Periodic maintenance 
Items of periodic maintenance 
Please check your machine periodically to keep the optimal conditions and longer life of your 
machine. 
              Interval（note 3） 
 
Item  

Pre-use 
After the first 

20 hours 

Every three 
months or 
50 hours 

Every six 
months or 
100 hours 

Every year 
or 300 hours

Check and 
fill 

○     
Engine oil 

Replace   ○  ○  
Check  ○     

Air filter 
Clean    ○(note 1)   

Gearbox oil Check      ○ 
Surrounding conditions ○     
Action of control levers Check  ○     
Fastening of parts Check  ○     
Check of wire and cable ○     
Action of engine Check  ○     

Check and 
adjust 

   ○  
Spark plug  

Replace      ○ 
Adjusting cable of 
engine rotation  

Adjust  
    ○(note 2) 

Cable of traction clutch Adjust   ○  ○  
Cable of side clutch Adjust   ○  ○  
Cable of brake Adjust   ○  ○  
Locking cable of 
carrying platform 

Adjust  
   ○  

Locking cable of 
bucket 

Adjust  
   ○  

Check  ○   ○  
Caterpillar  

Adjust   ○   ○ 
Check     ○  

Brake pad 
Check      ○(note 2) 

Lubrication       ○ 
Idle speed Check and 

adjust 
    ○(note 2) 

Clearance between 
intake and exhaust 
valves 

Check and 
adjust     ○（note 2）

Fuel tank and filter Clean      ○（note 2）
Fuel pipe Check  Every two years (replace it if necessary)（note 2） 

Note 1. Clean the air filter after it runs for 10 hours or every day if machine works in a dusty 
environment. 
Note 2. Special skills and tools are required for check of these items.  Please request your sales 
representative for check if needed. 
Note 3. The earlier time between two specified intervals shall be considered. 
Note 4. Check and service the machine carefully and immediately if the specified interval passes. 
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Warning 

Please carry out the check and maintenance when engine stops at a flat ground.  Turn the 
engine switch to “Off” in order to prevent the unexpected start.  Then remove the spark plug cap.
Otherwise the machine may move when the engine starts. 

 
Change of engine oil 
Contaminated engine oil will shorten the service life of sliding and moving parts.  Please change 
the engine oil as scheduled and observe the requirement for volume. 
Schedule of change  After the first 20 hours 

Every six months or 100 hours later 
Volume: 0.6L 
Steps of oil change 
1. Remove the cap of oiling port and loosen the drain bolt. 
2. Fix the container of engine oil and hopper successively as illustrated. 
3. Remove the drain bolt and empty the engine oil. 
4. Replace the washer of drain bolt.  Reuse will cause leakage of engine oil. 
5. Tighten the drain bolt tightly after engine oil is empty. 
6. Fill new engine oil up to the fuel port. 
7. Finally tighten the cap of oiling port. 
 

 
 

Caution 
Engine oil, engine, silencer and other parts are very hot just after the engine stops running.  
Please work on them till engine turns cool completely. 
Otherwise scalding may happen. 
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Importance 
·Engine oil will deteriorate even though it is not used.  Please check and replace it as 
scheduled. 
·Place the machine levelly and fill the engine oil. 
·Do not drain the used engine oil in the rubbish, on the ground and in the drainage ditch. 
  Please dispose it properly in accordance with laws and regulations. 
  Please contact your sales representative if you have any question about disposal. 
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Check, adjustment and replacement of spark plug 
 

Caution 
Engine oil, engine, silencer and other parts are very hot just after the engine stops running.  
Please work on them till engine turns cool completely.  Otherwise scalding may happen. 

 
If electrode is contaminated or clearance between electrodes is inappropriate, spark cannot be 
generated and engine will not run effectively. 
Schedule of check and adjustment 
Every 100 hours or every 6 months 
Schedule of replacement 
Every 300 hours or every year 
 
 
Cleaning steps: 
1. Remove the spark plug cap. 
2. Remove the spark plug with plug wrench. 
3. It is recommended to clean the spark plug with spark plug 
cleaner that can be ordered from your sales representative. 
If there is no spark plug cleaner, you may clean the spark plug 
with wire brush. 
4. Insert the side electrodes and adjust the sparking distance as 
followed: 
Sparking distance: 0.7-0.8mm. 
 
 

Importance 
·The use of nonstandard spark plug will cause faults. 
·Please mount the spark plug tightly by hand first and tighten it with special spark plug wrench in 
order to not damage threads. 
·Mount the spark plug cap correctly after check and adjustment.  Otherwise engine will be 
affected adversely.  
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Cleaning and replacement of air filter 
The blocked air filter will result in the insufficient output or increase of fuel consumption. Please 
check the air filter periodically. 
 

Warning 
Do not clean the air filter at a place with fire source because the easily flammable cleaning oil 
may cause a fire. 

Schedule of cleaning: every 500 hours; every 10 
hours or every day if the working conditions are very 
dusty. 
 
Cleaning steps: 
1. Remove the butterfly nut and take off the housing 
of air filter. 
2. Clean the filtration element (urethane) with 
cleaning oil or mild detergent diluted with water and 
wring it out.  Then immerse the element in the 
gasoline and wring it out again. 
3. Then assemble all parts and tighten the butterfly 
nut.  Check if housing of air filter is sealed correctly. 
 
 
 
 
 
 

Importance 
·Tighten the housing of air filter to prevent it from disconnecting by vibration. 
·If housing of air filter or filtration element is missed or mounted inappropriately, dust may enter 
the machine and affect the engine adversely. 

 
Check and adjustment of caterpillar 
 

Warning 
Carry out the check and maintenance at a flat place and stop the engine.  Turn the engine 
switch to the position of Stop to avoid restarting the engine.  Then remove the spark plug cap. 
Otherwise, when the engine starts, the machine will go ahead and person working on the 
machine may be caught by the caterpillar and get injured. 
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Check if caterpillar is damaged and loose. 
Improper tension of caterpillar will result in the separation of caterpillar from wheels and a shorter 
life. 
Schedule of check and adjustment 
First 20 hours 
Every 300 hours or every year late 
 
Check steps: 
1. Press the center of caterpillar with a force of engine speed adjusting lever to check if the length of 
loose section is as specified below.   
Length of loose section: 8-12mm 
 

 
2. Check the height of caterpillar flange. 
Height of flange: 5mm or higher 
3. Check if caterpillar is cracked, damaged or worn seriously. 

 

4. If caterpillar is cracked, damaged and worn seriously, please inform of your sales representative. 
Adjustment of traction clutch cable 
Adjustment steps: 

Warning 
It is necessary to support the carrying platform with wooden blocks or dismantle it from the 
machine because the carrying platform may fall down if raised. 
Otherwise carrying platform may press on the body and injure the person. 

1. Raise the carrying platform. 
2. Place the wooden block to prevent the carrying platform from fall. 
3. Loosen two lock nuts till a gap between nut and frame is seen. 
4. Turn the nut by hands till the gap between lock nuts at the side of frame and frame is as 
specified: 
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Gap: 5-10mm 
5. Tighten a nut with two 19mm wrenches. 

 
Adjustment of traction clutch cable 
If traction clutch cable is not adjusted properly, clutch may slip and the machine cannot move. 
Schedule of adjustment 
First 20 hours 
Every 100 hours or every 6 months late 
 
Check steps: 
1. Remove the belt housing. 
2. Turn the traction clutch lever to “Stop” and measure the length of tension spring as illustrated. 
3. Turn the traction clutch lever to “Run” and measure the length of tension spring again. 
4. Check if the difference between two measured values in the step 2 and step 3 is as specified: 
Difference: 5-7mm 
 
Adjustment steps: 
If the difference is less than 5mm, adjust the tension spring as followed. 
1. Turn the traction clutch lever to the position of Stop and loosen the lock nuts of traction clutch 
cable. 
2. Turn the adjusting nut till the difference is 7mm. 
3. Finally tighten the lock nut. 
 
 
 
 
 
 
 
 

 

Side of brake 
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Check the brake pad after you adjust the brake cable. 
Schedule of check: every 100 hours or every 6 months 
Turn the traction clutch lever to “Stop” and check if the 
side of brake arm covers the threshold hole of frame.  
If it covers the hole, please authorize your sales 
representative to replace the brake pad. 
 
Adjustment of side clutch cable 
If the side clutch cable is not adjusted appropriately, the 
performance of side clutch may be affected. 
Schedule of adjustment 
First 20 hours 
Every 100 hours or every 6 months late 
Adjustment steps: 
1. Move the machine forward and backward and define the maximum movement of side clutch 
lever.  
2. Hold the side clutch lever and check if the gap between the top end of side clutch lever and 
machine control lever ranges from 30 to 35mm. 

 
3. Hold the side clutch lever and loosen lock nuts.  Operate the adjusting bolt to adjust the gap as 
specified. 
4. Finally tighten lock nuts. 
Control lever 
Side clutch cable 
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Adjustment of bucket locking cable 
Schedule of adjustment 
Every 100 hours or every 6 months 
Adjustment steps: 
1. Check if the clearance at the top end of bucket lock/release lever is as specified when the 
carrying platform is locked. 
Clearance: 15～20mm 
2. Loosen the lock nut and operate the adjusting bolt to adjust the gap as specified. 
3. Finally tighten the lock nut. 

 
Check of gearbox oil 
Schedule of check 
Every 300 hours or every year 
Place the engine levelly, remove the cap of fuel port and check if the level of fuel is just at the port.  
If the amount of fuel is insufficient, supplement the fuel of same type. 
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Lubricating 
Please lubricate following parts to maintain the optimal conditions of machine. 
 
Schedule of lubrication 
Every 300 hours or every year 
Main parts: 
1. Moving part connecting carrying platform and chassis 
2. Moving part of bucket lock/release lever 
3. Moving part of traction clutch lever 
 
Loading/ unloading of truck 

Warning 
Use the springboard to drive the machine at the low speed in and out of the truck.  Otherwise 
the machine may overturn and cause injury. 

 
1. Please select a suitable truck in accordance with dimension and mass of the machine. 
2. Load and unload the machine at a flat place.  Use the springboard and pay attention to the 
possibility of overturning. 
3. The springboard must bear 0.5t or heavier load.  The length of springboard can guarantee that 
the machine just inclines 15° or less.  Springboard must be 30cm or wider, anti-slip and solid.  
Additionally it must be fitted with hooks to avoid disconnection. 
(reference: 4 times or more than the height of carrying platform of truck) 
 

 

 
4. Align the springboard and truck and fix it to the truck. 
5. Check if springboard is paralleled on the truck and aligned with the caterpillar.  
6. Confirm that no load is applied on the machine and machine drives at a low speed when you load 
or unload the machine.  Turn the traction clutch lever to “Stop”, stop the engine, turn the fuel plug 
valve to the position of Stop and fix the machine to the truck with rope when the machine is loaded 
on or unloaded from a truck.  



 34

 
 
7. Drive the machine at a low speed when you unload the machine from a truck.  Drive the 
machine backward for unloading when you confirm the safety. 
 
Maintenance of long-term unuse 
Please observe followings if the machine is unused over a long term or will be stored for a long term 
after the operation. 
Empty the gasoline in the fuel tank and carburetor if the machine is unused for successive 30 days 
or longer. Overdue gasoline will cause mechanical faults. 
 

Warning 
Operate the machine at a flat place, stop the engine, turn the engine switch to ”Stop” to prevent it 
from restart and remove the spark plug cap. 

 

Caution 
Certain parts such as engine and silencer are very hot just after engine stops.  Do not touch 
these hot parts to avoid scalding. 

 
1. Please empty the gasoline in the fuel tank and carburetor and dispose such gasoline 
appropriately. 

Warning 
Gasoline is easily flammable and gasified gasoline is explosive so that it may cause injury or 
death if operated inappropriately. 
Operate the gasoline at a well-ventilated place. 
Keep away from the fire source. 
Prevent the spillage.  If there is any spillage, clean it up with rag. 

2. Clean the air filter. 
3. Clean the machine, check tightness of all parts and lubricate all parts. 
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Importance 
Protect the housing connection of air filter, electric apparatuses and carburetor from water when 
you clean the machine.  Water will enter the machine and cause the mechanical faults if there 
is excessive water at such parts. 
When it is reused, please fill new gasoline. 

 
Trouble shooting 
Please carry out the self-check first.  If you cannot resolve the fault after self-check, please inform 
local service center immediately. 
Check following items if machine cannot start. 
1. Do you start the machine as specified in the Operating Instructions? 
2. Do you fill the gasoline? 
3. Do you fill the specified amount of engine oil? 
4. Do you mount the spark plug cap? 
5. Is spark plug contaminated or wetted?  Is the sparking distance appropriate? 
If spark plug is not cleaned or sparking distance is not adjusted appropriately, please replace the 
spark plug. 
 
Recheck mentioned items over a while. 
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Wuxi Kipor Power Co., Ltd. 
Address: Jingyi Road Beside, Three period, Industry Kit park Wangzhuang, National High 

and New Technique Industry Development Area, Wuxi 

T:  0510-85205100   0510-85203799 

F:  0510-85205026   0510-85203795 

E-MAIL: kipor@kipor.com  nxkipor@kipor.com 
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OPERATION MANUAL 
Please read this manual carefully. 

It contains important safety information 

 
 

KGFC500-350 caterpillar-tracked auxiliary 
machinery for mountain area 

 
 

 
 

 
 

. 

 


